Product Guide Specification

Specifier Notes: This product guide specification is written according to the Construction Specifications Institute (CSI) 3-Part Format, including MasterFormat, SectionFormat, and PageFormat, as described in The CSI Construction Specifications Practice Guide.

This section must be carefully reviewed and edited by the Architect to meet the requirements of the project and local building code. Coordinate this section with other specification sections and the Drawings. Delete all “Specifier Notes” after editing this section.

Section numbers and titles are based on MasterFormat 2018 Update.

SECTION 13 49 23
RFI SHIELDING

Specifier Notes: This section covers Fi-Foil “RF Shield” intended for use in the walls of Sensitive Compartmented Information Facilities. Two versions are available. Non-perforated barrier or Perforated barrier. Consult Fi-Foil Company, Inc. for assistance in editing this section for the specific application.

PART 1 GENERAL

1.1 SECTION INCLUDES
A. RFI Shielding.

1.2 RELATED REQUIREMENTS

Specifier Notes: Edit the following list of related sections as necessary. Limit the list to sections with specific information that the reader might expect to find in this section, but is specified elsewhere.

A. Section 06 11 00 – Wood Framing.
B. Section 07 26 00 – Vapor Retarders.
C. Section 09 22 13 – Metal Furring.

1.3 REFERENCE STANDARDS

Specifier Notes: List reference standards used elsewhere in this section, complete with designations and titles.

E. ASTM D1204 – Standard Test Method for Linear Dimensional Changes of Nonrigid Thermoplastic Sheeting or Film at Elevated Temperature.

1.4 SUBMITTALS

Specifier Notes: Edit submittal requirements as necessary. Delete submittals not required.

A. Comply with Section 01 33 00 – Submittal Procedures.
B. Product Data: Submit manufacturer’s product data, including installation instructions.
C. Samples: Submit manufacturer’s sample of barrier, minimum 6 inches square.
D. Manufacturer’s Certification: Submit manufacturer’s certification that materials comply with specified requirements and are suitable for intended application.
E. Warranty Documentation: Submit manufacturer’s standard warranty.

1.5 QUALITY ASSURANCE

A. Manufacturer’s Qualifications: Manufacturer regularly engaged, for a minimum of 10 years, in the manufacturing of reflective insulation of similar type to that specified.
1.6 DELIVERY, STORAGE, AND HANDLING

A. Delivery Requirements: Deliver materials to site in manufacturer’s original, unopened containers and packaging, with labels clearly identifying product name and manufacturer.

B. Storage and Handling Requirements:
   1. Store and handle materials in accordance with manufacturer’s instructions.
   2. Keep materials in manufacturer’s original, unopened containers and packaging until installation.
   3. Store materials in clean, dry area indoors.
   4. Protect materials during storage, handling, and installation to prevent damage.

PART 2 PRODUCTS

2.1 MANUFACTURERS


Specifier Notes: Specify if substitutions will be permitted.

B. Substitutions: [Not permitted] [In accordance with Division

2.2 RFI SHIELDING

A. RFI Shielding: Fi-Foil “RF Shield”.

Specifier Notes: Two versions of Fi-Foil “RF Shield” barrier are available: Solid (non-perforated) barrier and Perforated barrier. Specify required version. Delete version not required.

1. Version: [Solid (non-perforated) barrier] [Perforated barrier].

B. Description:
   1. Sensitive Compartmented Information Facility RFI Shielding Barrier.

C. Compliance and Approvals:
   3. Third Party Verification:
      a. IEEE-299/ASTM F3057-16 Shielding Effectiveness Test Report
         - Advanced Programs, Inc., Columbia, MD.
D. Testing Solid (non-perforated) barrier:
1. Water Vapor Permeance, ASTM E 96: 0.02 perm.
2. Fire Testing, ASTM E84/Foil Side:
   a. Flame Spread: 15
   b. Smoke Developed: 5
5. Tensile Strength, ASTM C1136: 50 lbs/inch width (MD).
   25 lbs/inch width (XD).
6. Caliper / Thickness - Micrometer: 0.009 inch.
7. Accelerated Aging: 30 Days @ 95% RH, 120 °F (49 °C)
   No Corrosion/No Delamination.
8. Low Temperature Resistance, ASTM D1790: -40 °F (-40 °C)
   Remains Flexible/No Delamination.
9. High Temperature Resistance, ASTM D1790: 4 hours @ 240 °F (116 °C)
   Remains Flexible/No Delamination.
10. Water Immersion: 24 hours @ 73 °F (23 °C) No Delamination.
12. Dimensional Stability, ASTM D1204: 0.25%
13. Emmisivity, ASTM E408: 0.03%.
14. Shielding Effectiveness: 1GHz to 18 GHz - average 70dB or greater.

E. Testing Perforated barrier:
2. Fire Testing, ASTM E84/Foil Side:
   a. Flame Spread: 15
   b. Smoke Developed: 5
5. Tensile Strength, ASTM C1136: 45 lbs/inch width (MD).
   25 lbs/inch width (XD).
6. Caliper / Thickness - Micrometer: 0.009 inch.
7. Accelerated Aging: 30 Days @ 95% RH, 120 °F (49 °C)
   No Corrosion/No Delamination.
8. Low Temperature Resistance, ASTM D1790: -40 °F (-40 °C)
   Remains Flexible/No Delamination.
9. High Temperature Resistance, ASTM D1790: 4 hours @ 240 °F (116 °C)
   Remains Flexible/No Delamination.

10. Water Immersion: 24 hours @ 73 °F (23 °C) No Delamination.
12. Dimensional Stability, ASTM D1204: 0.25%
13. Emmisivity, ASTM E408: 0.03%.
14. Shielding Effectiveness: 1GHz to 18 GHz - average 70dB or greater.

2.3 ACCESSORIES

A. 3M™ Electrically Conductive Aluminum Tape 3302.
   1. Description: High strength dead soft aluminum foil coated with specially formulated conductive pressure sensitive acrylic adhesive system. Designed for EMI and RFI Shielding applications.
   2. UL Classified facing.
   3. Roll Size: 2 inches x 108 feet.
   4. Thickness: 2.0 mils.

B. 3M™ Aluminum Foil Tape 1170.
   1. Description: Rolled aluminum foil backing and an electrically conductive, pressure-sensitive acrylic adhesive. Designed for EMI and RFI Shielding applications.
   2. UL Classified facing.
   3. Roll Size: 2 inches x 108 feet.
   4. Thickness: 3.2 mils.
   5. Shielding Effectiveness, ASTM D4935: >85dB, 1MHz to 2GHz.

PART 3 EXECUTION

3.1 EXAMINATION

A. Examine areas to receive barrier.
B. Notify Architect of conditions that would adversely affect installation.
C. Do not begin installation until unacceptable conditions are corrected.

3.2 INSTALLATION

A. Install barrier in accordance with manufacturer's instructions.
B. Install barrier at locations indicated on the Drawings.
C. Overlap all barrier joints by 3" and seal all seams using a foil tape.

Fi-Foil RF Shield
RFI Shielding  13 49 23 - 5
D. At top of wall, extend the barrier so it wraps around the corner and onto the ceiling for 6 inches.
E. At bottom of a wall, extend the barrier so that it wraps around the corner and onto the floor for 6 inches.
F. Cut barrier to fit snugly around electrical wall outlets and other cutouts.
   1. Tape edges of barrier on to outlets and cutouts, if wall can be seen.
G. Tape tears in barrier.
H. Install barrier on the ceiling to complete the job.
I. Tape seams, outlets, and pipes for barrier to perform as continuous vapor retarder.
J. Replace damaged reflective insulation as directed by Architect.

3.3 PROTECTION
A. Protect installed barrier from damage during construction.

END OF SECTION